




MERCHANT ‐ MINI MANUFACTURING

BILL OF MATERIALS
Building Design

Material Merchant

Concrete
Volume ‐ cubic meters 180

Rebar
Length ‐ meters

dia. 12mm 8,250
dia. 16mm 6,074
dia. 20mm 2,200
dia. 22mm 960

CMU  wall 
Area ‐ square meters

200mm solid grout 260
200mm partial grout 220
(1200 O.C.)

Top of Wall Connection
Length of angle 150x100x10 180
Number of dia. 13mm exp. Bolts 280
Number of dia. 16mm drill & epoxy bolts 280

Doors & Windows
D‐1 ‐ 900x2200 w/ frame 7
D‐2 ‐ pair 900x2200 w/frme 0
D‐3 ‐ 4000x3600 overhead 4
D‐4 ‐ 2000x3000 overhead 0
D‐5 ‐ 1500x3000 overhead 0
W‐1 ‐ 1000x800 12

Roofing
Corrugated metal roof panels
square meters 240

Cold formed metal framing
Lineal meters 800

Paint (Liters)
Primer 77
(2) Finish Coats 154
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Electrical
Receptacles
Schuko style 16A UL/CE listed 12

Ceiling fans
4 or 5 blade/1320mm size fans 10

Load Distribution Panel
380/220V, 50 Hz, 3ph, 4 wire 1

Manual transfer switch
3 pole, 100A solid ground & ground bus 1

Light switched
16A UL/CE listed 8

Lights
600mm x 1200mm fluorescent fixure

w/ elect ballast, 2 lamps 32W 28

Lights
Emergency ballast & 2 lamps ‐32W 6

Breakers (for distribution panel)
1 pole 20A breakers 14
3 pole 100A main breaker 1

Wire (meters)
4mm sq/4mm sq GND 500
70mm sq/10mm sq GND 75

Conduit
20mm 500
50mm 75

Gounding rods
Sized in accordance w/ solar package 

and panel. 4
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Solar power package
Packaged system to be sized

and provided by solar manufacturer 1

Includes the following equipment:
DC/AC inverter (1)
Array combiner (1)
AC disconnect (1)
Charge controller (1)
DC  disconnect (1)

Solar array panels (per size of array required for load)

Battery bank
(sized  by manufacturer to 
support  solar package) 1

Plumbing
Eastern toilet fixure 2



MERCHANT – MINI MANUFACTURING 

Scope of Work 

The project consists of a reinforced concrete frame building and foundation.  The 
size of the building is 20.5M x 10.5M and has a gross square meter of 215. The 
column grid spacing is 5m on center in both directions.  Concrete masonry units 
(CMU) 200mm fully grouted is infill between columns for the exterior wall and 
partial grouted CMU for interior walls. The roof construction consists of a level 
reinforced concrete slab on which sits cold form metal framing and corrugated 
metal roof panels sloped 2:12. The floor is a 200mm thick reinforced concrete 
slab‐on –grade with a thickened slab at interior walls.  The clear ceiling height is 
4.2M. 

The design provides for operable windows, doors and overhead coiling roll up 
doors.  A mechanical room is accessible from the exterior and two (2) toilet rooms 
are provided with wash basin and eastern style toilet fixtures. The toilet room is 
vented via thru wall louver.  Flue sleeves are provided for future installation of 
wood stoves. All exterior and interior surfaces are paint with one prime coat and 
two (2) finish coats. 

Demising partitions provide for 4 individual merchant shops with a rear entrance 
and overhead coiling roll‐up door. The roof design is a shed roof, sloped 2:12 and 
provides a sign band above the each merchant shop.  

Water is provided by an onsite water well and hand pump.  Wastewater is 
collected and stored in a buried concrete holding tank where it is pumped out and 
processed off site.   

Electrical power is distributed to general receptacles, lights and ceiling fans within 
the space.  A panel is provided in the mechanical room for circuit distribution.  
Electrical power is provided to the facility by a photovoltaic solar energy package, 
including solar array panels on the roof, AC and DC disconnects, an inverter, etc.  
A manual transfer switch is provides the capability to tie in additional methods of 
power generation, i.e. generator, utility power grid, hydro, etc.  
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